


The CoMartrix™ system is mounted on a
carban steel skid that has been blasted to
SSPC-10 and coated with both epoxy and
polyurethane for extra corrosion protection,

VESSEL INTERNALS

Vessel internals for inlet flow, backwash
and service outlet are all constructed of 316L
SS. In addition, the backwash, air and service
outlet internals have 316L SS screens for
media containment.

CUSTOM FEATURES

The CoMatrix™ system can be built to a
wide variety of specifications. Typical
options include custom controllers, alternate
piping and vessel materials, such as Hastelloy,
specific welding specifications, and many
others, to meet the demanding requirements
of clients and specifying engineering firms.

Please contact SpinTek direct for more
information on how the CoMatrix™ can be
designed to meet any special requirements.

SPECIFICATIONS FOR COMATRIX™ SYSTEMS

STANDARD FEATURES

EASILY RECOVERED ORGANIC
FIVE TIMES THE FLOW RATE OF SX
FILTERS

SINGLE UNIT FLOW RATES UP TO
3,300 GPM (750 M3/HR)

FINE ELECTROLYTE FILTRATION
DOWN TO 10 MICRONS

ORGANIC REMOVAL DOWN TO 2 PPM
65% LESS CAPITAL COST THAN SX
FILTERS

70% LESS BACKWASH REQUIRED
THAN SX FILTERS

LOWER INSTALLATION COST

{ENGLISH)
MODEL SERVICE BACKWASH  PIPING  VESSEL DIMENSIONS WEIGHT
NUMBER FLOW FLOW SIZE  DIAMETER  HEIGHT DEPTH WIDTH SHIPFING OPERATING
CM-1010 500 GPM 240 GPM 6 LY 17 T 7 8,727LBS  26,431LBS
CM-1020 700 GPM - 340 GPM 53 6’ 17 g 8 12,507 LBS 36,427 LBS
CM-1030 850 GPM 460 GPM 6 T4 18" 9. g 17,300 LBS 50,865 LBS
CM-1040 1,250 GPM 600 GPM 8 g 19 10 10 21,8B0LBS 67491183
CM-1050 1,600 GPM 770 GPM g 9 19 11 11 27100 LBS  B4,900LBS
CM-1060 2,000GPM  950GPM & 10" 20 12 12" 34,900 LBS 108,600 LBS
CM-1070 2400GPM 1,150 GPM 10 11 21 13 13 43200 LBS 134,3191LBS
CM-10B0 2,800 GPM 1,350 GPM 10 12! 21" 14 14 52,966 LBS 164,400 LBS
CM-1090 3300GPM 1,600 GPM 12 13 27 15 3 |+ 64,850 LBS 197,485 LBS
Rir for Valves: Dry, filtered, oil Iree instrument air a1 80 psig.
Electrical: 120 Volts VAC, single phase, 60 herlz for controller.
(METRIC)
MODEL _SERVICE  BACKWASH PIPING  VESSEL DIMENSIONS WEIGHT
NUMBER FLOW FLOW SIZE DIAMETER ~ HEIGHT DEPTH WIDTH SHIPPING OPERATING
CM-1010 114 M3/HR 55 M3/HR 152 mm 1.52 M 518M 213M 213M 3,959KG 11,989 KG
CM-1020 159MIHR 7EM3HR  152mm  1.83M  518M  244M  244M  5673K6  16523KG ; @
CM-1030 216 MIHR 104 M3/HR  152mm 213 M 549 M 274M 274M TB4TKG  23.072KG ~ - T
CM-1040 284NMA/HR 136M¥HR  203mm  244M  579M  305M  305M  9925KG  30614KG = Inle
CM-1050 364 M3/HR 175M3/HR  203mm 274 M 579 M 335 M 335M 12292KG  38510KG :
CM-1060 455M3/HR  218M3/HR  203mm  3.05M 6.10M 366M 366M 15831 KG 49,261 KG .
GM-1070 545M3HR 262MIHR  254mm  335M  6.40M  396M  396M 19595KG  60.927 KG 10851 Portal Drive
CM-1080 6I6MIHR 305M3IHR  254mm  366M  640M  427M  427M  24025KG 74,571 KG Los Alamitos, CA 90720 USA
CM-1090 749 M3HR 363M3/HR  305mm 396 M 671 M 457 M 457TM  29410KG 89,562 KG
Air for Valves: Dry, filtered, oil free instrument air at 5.5 bar B 714-236-9190
Electrical: 120 Volts VAC, single phase, 60 hertz for controller. Fax: 714-236-9196

e-mail: sales@spintekfiltration com



