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standard and are also constructed of 316L SS.
All vessel connections are standard ANSI

flanges.

The Matrix™ system is mounted on a
carbon steel skid that has been blasted to
SSCP-10 and coated with both epoxy and
polyurethane for extra corrosion protection.

VESSEL INTERNALS

Vessel internals for inlet flow and service
outlet are all constructed of 316L SS.

CUSTOM FEATURES

The Matrix™ system can be built to a

*  STANDARD FEATURES

wide variety of specifications. Typical ® EASILY RECOVERED ORGANIC
options include alternate piping and vessel ® INCREASED RUN LENGTH OF SX FILTERS
materials, such as Hastelloy, specific welding ® gggﬁgﬂ ;j;g}w RATES T0 3,300
emanding requirements o cints and ® UPTO7S% ORGAMC REWDUA

s : E @ NO NEED FOR AIR TO COALESCE
specifying engineering firms. ORGANIC

Please contact SpinTek direct for more @ REDUCED BACKWASH VOLUME FROM
information on how the Matrix™ can be SX FILTERS
designed to meet any special requirements. ® NO NEED TO REPRESSURIZE

ELECTROLYTE

SPECIFICATIONS FOR MATRIX™ TOWERS

(ENGLISH)
MDDEL SERVICE PIPING  VESSEL DIMENSIONS T
'NUMBER FLOW SIZE  DIAMETER DEPTH WIDTH SHIPPING OPERATING
MT-1010 500 GPM 6 5 13' T T 7.990 LBS 15,650 LBS
MT-1020 700 GPM 6" 6 14 8 8 11,055 LBS 21,817 LBS
MT-1030 950 GPM B 7 14 9 g 15,695 LBS 30,980 LBS
MT-1040 1,250 GPM & B 15' 10" 1w 20,800 LBS 41,190 LBS
MT-1050 1,600 GPM g g 16’ 11 11! 25,920 LBS 52,050 LBS
MT-1060 2,000 GPM g 10 16' 12 12 33,500 LBS 68,030 LBS
MT-1070 2,400 GPM 10 11 17 13' 13 41,900 LBS §3,128 LBS
MT:]I]HD . 2,800 GPM 10 12 18 14 14 51,200 LBS 103,460 LBS
+ MT-1090 3.300 GPM A 13 19 15 15 63,100 LBS 125,109 LBS
Rir for Valves: Dry, filtered, ofl Iree Instrument air al 80 psig.
Electrical: 120 _'Uullx VAC, single pha:u,_ 60 hertz for controller.
(METRIC)
MODEL SERVICE PIPING VESSEL DIMENSIONS WEIGHT
HUMBER FLOW SIZE  DIAMETER  HEIGHT DEPTH WIDTH SHIPPING DPERATING
MT-1010 114 M3/HR 152 mm 1.52 M 396 M 213M 2.13M 3.624 KG 7,099 KG ;
MT-1020 159 M3/HR 152 mm 1.83M 42T M 244 M 244 M 5,015 KG 9,896 KG 4 _
MT-1030 216 M3/HR 152 mm 213 M 427 M 274 M 274M 7,119 KG 14,052 KG =
MT-1040 284 M3HR 203 mm 244 M 45T M 3.05M 3.05M 89,435 KG 18,684 KG 2\ Fal ¥y
MT-1050 364 M3/HR 203 mm 274M 4,88 M 335 M 335 M 11,757 KG 23,610 KG y | o= f
MT-1060 455 M3/HR 203 mm 3.05M 488 M 3.66 M 366M 15,196 KG 30,858 KG
MT-1070  S45M3HR  254mm  335M  5.1BM  396M  3.96M  19006KG  37.707KG 10851 Portal Drive
MT-1080 636 M3/HR 254 mm 366 M 549M 42T M 42T M 23,224 KG 46,929 KG ; e ] )
MT-1080  750M3HR  305mm  396M  578M  457M  457TM  2BGI6KG  56,739KG Los Alamitos, CA 90720 USA
Air for Valves: Dry, filtered, oil Iree instrument air al 80 5.5 bar B 714-236-9190
Electrical: 120 Volls VAC, single phase, 60 heriz for controller. Fax: 714-236-9196

e-mail. salesi@spintekfiltration.com



